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POI", the CLEC will issue an order to the applicable ILEC ASC for
its use of bandwidth on the existing facility, if the facilities were to
be installed. In this manner, the Parties agree that new facilities
need not be physically established and any ordering and installation
and engineering charges shall not apply.

4.8.2. The Parties reserve their rights to challenge in any manner the
rates, terms and conditions upon which the dedicated services or
faciliies referred to in this Section 4.6 are provided by ILEC,
including but not limited to challenges pursuant to the dispute
resolution provisions of the applicable ICA or interconnection
agreement, regardiess of the time limits contained therein.

During the term of this Amendment, CLEC may order and ILEC will provide,
where facilities are available, sufficient dedicated services or facilites as
referenced in Section 4.8 fo the nearest existing CLEC POl in the Local Access
and Transport Area (LATA). ILEC will choose the most efficient facility route to
deliver these dedicated services or facilities to the CLEC POl. These dedicated
services and facilities will be provided for the purpose of establishing trunking
consistent with the traffic engineering guidelines contained in the existing ICA or
interconnection agreement. ' Trunking services or facilities will be established
prior to exchanging live traffic and the Parties agree to abide by the trunk
engineering/administration guidelines as stated in the ICA or interconnection
agreement.

When interconnecting at ILEC’s digital End Offices, the Parties have a
preference for use of B8ZS ESF two-way ftrunks for all traffic between their
networks. Where available, such trunk equipment will be used for these Local
interconnection Trunk Groups.” Where AMI frunks are used, either Party may
request upgrade to B8ZS ESF when such equipment is available.

The Parties shall establish direct End Office primary high usage Local
Interconnection trunk groups when end office traffic (actual or forecasted)
requires twenty-four (24) or more trunks for the exchange of IntraLATA Tolf and
Local traffic. These trunk groups will be two-way and will utilize Signaling
System 7 ("SS$7”) signaling or MF protocol where required.

7.1. The Parties will exert commercially reasonable efforts to achieve and
maintain a network architecture within a tandem serving area such that the
DEOT does not fal below 70% of the fotal number of trunks the CLEC has
in service in the tandem serving areas for two consecutive months. To
determine the 70% threshold, the total number of DEOTs will be divided
by the total number of trunks CLEC has in use in the tandem serving area
that CLEC has interconnection into. ILEC will be responsible for the costs
‘and provisioning of the DEOTSs to the POl and CLEC shali be responsible
for making facility assignments at the POI for the DEOTs to be connected
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